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(1) EXISTING
(@) EXISTING
(3) —EXISTING
(4) EXISTING
(5) EXISTING
(6) EXISTING

P.C. C. PAVEMENT 10"
P.C.C. PAVEMENT 8"
_STABILIZED SUB-BASE .4’

¢

CAMPGROUND ROAD

COMBINATION CONCRETE CURB AND GUTTER BS9. 06
COMBINATION CONCRETE CURB AND GUTTER B6. 24
COMBINATION CONCRETE CURB AND GUTTER M6. 06
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TO BE USED:
STA. 5+12.04 TO STA. 7+20 (CAMPGROUND ROAD)
(:) AGGREGATE SHOULDERS, TYPE B, WEDGE
EXISTING CRUSHED STONE BASE COURSE, TYPE A
EXISTING WATERBOUND MACADAM BASE COURSE
€I’ EXISTING PORTLAND CEMENT CONCRETE MEDIAN SURFACE 4”
(:) BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX. "D, N90O 1Y/,"
(:) EXISTING STABILIZED SHOULDER 14"
¢
CAMPGROUND ROAD
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TO BE USED:

STA. 7+20 TO STA. 10+05.40 (CAMPGROUND ROAD)

®@OBEE®

LEVELING BINDER (MACHINE METHOD) SUPERPAVE N90O 1
COMBINATION CONCRETE CURB AND GUTTER M6.06

~ COMBINATION CONCRETE CURB AND GUTTER REMOVAL
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331

*
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93

12

STA.

TO STA.

FED. ROAD DIST. NO.

ILLINOIS

FED. AID PROJECT

* (1-4)RS, (1-3)RS-1
*% JACKSON/WILLIAMSON

PORTLAND CEMENT CONCRETE MEDIAN REMOVAL
PORTLAND CEMENT CONCRETE MEDIAN SURFACE 4
BASE COURSE WIDENING 9"
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CAMPGROUND ROAD




